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Introduction

Flexographic printing is one of the growing printing tech-
nologies, ideal for printing on very different substrates 
such as paper, cardboard, foils, and film, and is mainly 
used in the packaging industry (FTA, 2014). Numerous 
studies have been conducted in this area analyzing the 
quality of prints and their effect on ink composition, 
contact pressure between the printing form and the 
substrate (Johnson, 2008), and deformation of the print-
ing form (Bould, Claypole & Bohan, 2004). Slightly less 
research is related to the most important component of 
the inking system of flexographic machines, the anilox 
roller. Notwithstanding, there are studies evaluating the 
effect of pressure changes on print quality depending 
on the parameters of the anilox rollers (Bould et al., 
2011), the rate of clogging of anilox rollers (Khmiliarchuk 

& Shubko, 2016), and differences in the volume mea-
surement of anilox rollers (Provident Group Ltd & Troika 
Group Ltd, 2008). 

Among other factors, print quality is greatly affected by 
the condition of the anilox rollers, and this depends on 
their operating conditions. Where maintenance of the 
rollers is deficient, there is an increased probability that 
the cells will become clogged more quickly. This results 
in wear in the cell walls and reduced transfer of ink, 
resulting in lower optical density of the prints and poor 
quality of output.

The aim of this study was to investigate the condition 
of anilox rollers used in flexographic printing in printing 
houses in the Baltic States, and to evaluate factors influ-
encing their condition.
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ABSTRACT

One vital component in the flexo inking system of high-line screen engrav-
ing technologies is anilox rollers. These deliver a precise and consistent 
amount of ink during the process of flexography, making it possible to 
produce high-resolution prints of exceptional quality. However, as print 
quality continues to improve, printing houses are experiencing more fre-
quent problems with anilox rollers, such that ink transfer during printing 
operations is being unpredictably reduced. Due to the lack of research 
into anilox rollers there is insufficient objective information on how to 
maintain them at peak performance and condition. This study investigates 
the clogging of anilox roller cells (without assessing cell wear) in a num-
ber of printing houses in the Baltic States. Cell clogging of anilox rollers 
was determined depending on cell size, ink type and washing method.
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Hypotheses:
• Higher line screen anilox rollers tend to become 

dirtier than in the case of lower screen rollers.
• Cells with a higher cell depth to opening 

ratio tend to become more clogged than 
cells with a lower depth to opening ratio.

Any change in the condition of anilox rollers is directly 
related to a reduction in the amount of ink transferred, 
hence the amount of transferred ink decreases due to 
cell clogging or wear of cell walls.

Cell clogging is affected by a number of factors, includ-
ing: the type of ink (faster drying ink can dry faster in 
cells); washing frequency (infrequent washing allows 
the ink to dry in the cells more often); washing method 
(inefficient washing does not completely clean the ink 
from the cells); the service life of the anilox roller (more 
frequent use leads to more frequent ink changes and 
clogging); and line screen (higher line screen anilox roll-
er cells are smaller, making it more difficult to wash).

However, manufacturers alone cannot be held 
responsible for the amount of ink transferred by 
anilox rollers (Claypole & Cox, 2010). Until there 
is an established international standard for how 
such measurement should be performed, and what 
instruments should be used, the ink transfer param-
eters of each manufacturer will remain very different 
(Provident Group Ltd & Troika Group Ltd, 2008).

Previous studies confirm that in order to maintain opti-
mal print quality, ink transfer inspection procedures 
need to be followed by the printing house. This would 
check not only the condition of the rollers after use, 
but also compare newly manufactured anilox rollers.

Methods

The study presented herein used AniCAM (Troika Sys-
tems Limited, UK) three-dimensional optical microscope 
with AniloxQC software to measure anilox rollers.

The parameters of anilox rollers that are investigated: 
changes in ink transferring from nominal value; line 
screen value; level of clogging; cell to wall widths and  
cell depth to opening ratios; the conditions of use of 
anilox rollers.

Anilox roller condition 
evaluation parameters

Level of cell clogging

The objective assessment of the clogging of anilox 
rollers provided data by which we could statistical-
ly estimate the clogging, and identify dependencies 

on other parameters. For this purpose, a method-
ology for assessing the level of clogging was devel-
oped, in which the degree of clogging was assessed 
at five levels, where 1 was completely clean cells 
and 5 were completely clogged cells (Table 1).

Change in ink transfer

Each anilox roller is measured at three locations, near the 
ends and in the middle. From the three measurements, 
the average is derived, which is considered to be the real 
average transfer of anilox roller ink. This measured pa-
rameter can be compared to the nominal transmission. 
Because a large number of anilox rollers with different 
ink transfer values are analyzed, the relative change 
calculated by the formula is more suitable for purposes 
of comparison:

   (1)

The calculated relative change shows how much the 
measured average ink transfer value differs from the 
nominal parameter (manufacturer's information). A neg-
ative value means that the measured ink transfer value 
is less than the nominal parameter, and a positive value 
means that it is higher.

Cell depth to opening ratio

The ink transfer parameter of the anilox roller directly 
depends on the depth and opening of the cells engraved 
on it. To increase ink transfer, at least one of the cell’s 
sizes must be increased.

If the opening (width) of the cells is increased, then few-
er cells occupy the surface of the roller, thus reducing 
the line screen. Since the printing house often needs 
to print with printing forms with very fine raster dots, 
there is a limit to how much the line screen of the anilox 
roller can be reduced. While there are various theories 
about combining the line screen of the printing form 
and the anilox roller, the general rule is that the anilox 
roller line screen should be four times larger than the 
line screen of the printing form. Once the maximum 
cell width is set, only the cell depth can be increased. In 
theory, cell depth is limited only by the layer of ceramic 
on the anilox roller, however the depth to opening ratio 
recommended by the manufacturers should be fol-
lowed - usually about 0.3 (Poppen, 2020; Harper, 2020). 
Problems can result in the case of too high a cell depth 
to opening ratio, such as 0.7, or even 1.1. These are:

• The capillary phenomena which results in 
a transfer of a smaller amount of ink.

• Cells become more difficult to clean and 
untreated ink eventually dries out.

• It is difficult to engrave cells with 
uniform parameters.
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Picture Characteristics

1. First level clogging
• Bottom of all cells are almost uni-

form in shape and depth.
• No signs of clogging.

2. Second level clogging
• Bottom of less than half of cells are narrowed.
• Depths of less than half of cells are reduced 

- slightly red, widening yellow outline.
• Average ink transfer must not be reduced. 

3. Third level clogging
• Shape of the bottom of about 

half of cells is changed.
• About half of cell depths have decreased - red 

is almost invisible, yellow predominates.
• Average ink transfer is reduced.

4. Fourth level clogging
• More than half of cell bottoms are 

narrowed or no longer visible.
• More than half of the cell depths have 

decreased - red is no longer visible.
• Average ink transfer is reduced.

5. Fifth level clogging
• Bottom of almost all cells is nar-

rowed or no longer visible.
• Depths of almost all cells are reduced 

- yellow and green predominate.
• Average ink transfer is reduced.

Table 1
Types of clogging levels with comments
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When a depth to opening ratio is less than recommend-
ed, such as 0.23 cells, it can cause other problems:

• The surface of the cells become uneven and rough.
• Ink may start to dry in the cells during printing.

The given cell depth to opening ratio recommenda-
tions are generally valid for hexagonal 60° engraving. 
To use a higher ratio, the manufacturers of anilox 
rollers offer engraving of elongated hexagonal cells 
at an angle of 75°. In the direction of rotation of 
the roller, the opening of the cells can be 1.5 to 3 
times longer and due to the reduced capillary force, 
a larger amount of ink is transferred in the cell.

Results and discussion

Measurement statistics

The study measured 326 anilox rollers which were 
obtained from 16 printing houses in the three Baltic 
countries of Lithuania, Latvia and Estonia. Rollers pro-
duced by 9 different manufacturers from the USA, Italy, 
Germany, the United Kingdom, Poland and the Nether-
lands were measured. Measured anilox rollers are used 
in 28 different printing machines from 14 manufacturers.

Of the anilox rollers selected for the study, the larg-
est measurements were made from Sandon (UK) 
(70 rollers), followed by Zecher GmbH (Germany) 
(64 rollers). The least measured was Tewex (Poland) 
with 14 rollers, although this manufacturer no lon-
ger supplies the European market, followed by 
Praxair (USA) with 18 rollers. Out of a total of 326 
measurements, 12 roller manufacturers could not 
be identified due to worn identification marks.

Most of the anilox rollers were engraved with a stan-
dard 60° angle (255 rollers out of 326). The second 
largest category, the 75° engraving angle, consisted 
of 55 rollers. About 30% of printing houses in the Bal-
tic States are included in the research data. Figure 1 
shows the anilox line screen distribution of all anilox 
rollers (dividing all rollers into ranges of 100 L/cm).

 » Figure 1: Line screen distribution of anilox rollers

Figure 2 shows the distribution of anilox rollers accord-
ing to the change in their measured ink transfer from 
the declared one. 26.6% of all measured rollers fall 
in the range (-5.0; 5.0]. Since the manufacturers of 
anilox rollers also apply a range of ± 5% ink transfer 
when engraving the surface and such results are con-
sidered to be the best. 26.3% of rollers fall within the 
range (-15.0; -5.0], which is a satisfactory result. 

Surprisingly, printing houses still use anilox rollers with 
a reduction in ink transfer of more than 35%, which 
represents 5.7% of all rollers measured. Also, as many 
as 2.5% of rollers have a measured ink transfer increase 
of more than 25%, and one of these rollers exceeds 
45%. A difference of this size from the declared value 
can cause difficulties in properly selecting the anilox 
roller for the printing process, as the print can pro-
duce much higher color intensities than expected.

 » Figure 2: Distribution of anilox rollers according to the 
change in ink transfer

The described distribution of the cell depth to opening 
ratio according to the engraving angle is also confirmed 
by the data of anilox rollers measured during the study, 
which is shown in Figure 3. As can be seen, the largest 
part of the anilox rollers engraved at an angle of 60°, 
32.3% of the rollers, falls within the range of (0.4; 0.5] 
cell depth to opening ratio, while the largest part of the 
anilox rollers engraved at an angle of 75° - 29.1 %  fall into 
a slightly larger range of (0.5; 0.6] cell depth to opening 
ratio. It is also worth noting that the cell depth to open-
ing ratio of anilox rollers engraved at an angle of 60° is 
located from (0.1; 1.0] and 75° to the longer range (0.2; 
1.3], which shows the versatility of the extended cells - 
the same line screen can be given at both very low and 
very high ink transfer.

 » Figure 3: Distribution of anilox rollers by cell depth to 
opening ratio
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Although the condition of anilox rollers was found to 
be affected by both service life and washing frequency, 
the study failed to collect enough accurate data to make 
some comparisons. It is not possible to determine the 
exact service life of each roller; such information was 
not collected at any printing house. Also, each anilox 
roller is used for different jobs and even custom-made 
rollers ultimately maintain quality for a different amount 
of time. It is also difficult to calculate the frequency of 
washing of anilox rollers - due to the limited number 
of rollers that can be washed at one time, some rollers 
are washed immediately after being removed from 
the printing machine, and others only after one or 
two washing cycles, each lasting about 30 minutes.

Clogging of anilox rollers

Clogging distribution of anilox rollers

All anilox rollers were visually assessed and assigned 
a level of clogging from 1 to 5. As can be seen in Fig-
ure 4, most of the measured rollers are of the sec-
ond level of clogging - 83 units, and at least of the 
fifth level - 38 units. It can be seen that there are 
more than half of the rollers with a clogging lev-
el of 3 and higher. This means that most rollers are 
either cleaned infrequently or poorly cleaned.

 » Figure 4: Distribution of anilox rollers according to the 
level of clogging

Dependence of clogging on cell size

In practice, larger line screen anilox rollers are generally 
considered to be more difficult to clean. Figure 5 shows 
the line screen distribution of anilox rollers according to 
the level of clogging. The graph shows that the higher 
the line screen of the rollers, the higher the level of clog-
ging - the averages increase from 169 L/cm at the first lev-
el of clogging to 428 L/cm at the fifth level. It can also be 
observed that the higher the level of clogging, the higher 
the minimum line screen of the anilox rollers entering it. 
This may mean that the rollers of the lowest liners are 
more difficult to clog - for example, 21 anilox rollers with 
a liner not exceeding 100 L/cm were measured (see Fig-
ure 1) and none of the clogging levels were higher than 
3. Meanwhile, the maximum line screen at each level 
of clogging is 580 L/cm, except at the first level 480 L/
cm. Thus, it can be seen that even very high line screen 

rollers can be maintained in conditions where there is 
a state of unclogging or a state of nearly unclogging.

 » Figure 5: Line screen distribution of anilox rollers 
according to the level of clogging

As mentioned earlier, one of the causes of cell clogging is 
too high a ratio of cell depth to opening, making it more 
difficult to clean the ink, which then dries more easily 
if it is not cleaned. In order to compare graphs of line 
screen and cell depth to opening ratios, it is necessary to 
analyze uniform engraving rollers. Figure 6 shows the line 
screen distribution of anilox rollers engraved at an angle 
of only 60° according to the level of clogging. The same 
trend is observed here as in Figure 5 - as the level of pol-
lution increases, the average line screen also increases. 
Thus, the hypothesis that the larger the line screen, the 
more clogged anilox rollers tend to become is confirmed.

 » Figure 6: Line screen distribution of anilox rollers 
according to the level of clogging (Rollers with 60° 
angle engraving only)

Also, with the exception of anilox rollers engraved at 
an angle of only 60°, Figure 7 shows a graph of the 
dependence of the cell depth to opening ratio on the 
line screen of roller. As can be seen, as the engraving 
line screen increases, the average cell depth to open-
ing ratio also increases. This increase can be explained 
by the need to maintain high ink transfer when a high 
line screen anilox roller is used for printing, which 
is also used for a high-line screen printing form. 
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 » Figure 7: Dependence of the depth to opening ratio of 
anilox roller cells on the line screen (Rollers with 60° 
angle engraving only)

The previously established high-line screen and clog-
ging correlation suggests that the cell depth to opening 
ratio can be directly related to the level of clogging. 
However, as shown in Figure 8, no marked increase 
in the depth to opening ratio is observed as the lev-
el of clogging increases. This may be due to the fact 
that the measurements do not contain data on the 
parameters of the cells when the anilox roller was just 
manufactured and not yet clogged. When the roller 
is dirty, its average cell depth decreases and the ratio 
of cell depth to opening decreases directly. From a 
relatively horizontal line through the averages of the 
clogging levels (Figure 8), it can be assumed that the 
anilox rollers become, on average, clogged to a level 
where their cell depth to opening ratio decreases to 
0.48–0.51. At the same time, the cell becomes easier 
to wash out and there is a slowing down in clogging.

 » Figure 8: Arrangement of depth to opening ratio of 
anilox roller cells according to the level of clogging 
(Rollers with 60° angle engraving only)

Conclusions

Investigations of the state of clogging of anilox rollers 
used in flexography in printing houses in the Baltic States 
lead to conclusions:

1.  26.6% of analyzed anilox rollers ink transfer changes 
are within ± 5% (recommended by anilox roller 
manufacturers). 13.2% of the anilox roller ink 
transfer change was less than -35%, and 2.5% of the 
roller ink transfer change was more than + 25%. 
Large discrepancies in ink transfer from the ratings 
indicate potential difficulties for the print house in 
selecting the right anilox roller for each print job.

2.  177 of 324 anilox rollers had a clogging level of 3 or 
higher. This means that more than half of the anilox 
rollers in printing houses are not properly washed.

3.  The hypothesis that larger line screen anilox rollers 
tend to become more clogged is confirmed. The 
average linearity in the first level pollution seg-
ment is 169 L/cm and increases with an increasing 
pollution level until it reaches an average linearity 
of 428 L/cm in the fifth level pollution segment.

4.  The hypothesis that cells with a higher cell depth 
to opening ratio tend to become more clogged 
than a lower cell ratio cannot be tested due to the 
lack of data. Since both clean and already clogged 
anilox rollers were studied, after adjusting the 
data for the level of clogging, an increase in the 
average cell depth to opening ratio was observed 
with increasing clogging level of 0.45 at the first 
clogging level and 0.62 at the fifth clogging level.
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